Condensate pumps

CONIBO | CONAQUA

CONIBO

The CONIBO pump is a compact device designed for pumping
condensate. The device operates in a fully automatic cycle.

After filling the tank, the pump will turn on automatically, and
after pumping out the condensate, it will turn off automatically.
The pump is supplied with a transparent delivery hose with

a cross-section of 3/8 inch and a length of 4 m. The pump can
periodically pump water at a temperature of 50°C. The pump can
operate with water with a pH of 2,5-10. The pump structure has
been designed in such a way that it can operate failure-free in
professional air conditioning systems.

Extremely important features of the pump are quiet operation
and small dimensions. The device is fully automatic and
maintenance-free, which guarantees comfort of use. Condensate
pumping cycles are automatic and depend on the condensate
level in the tank. The pump is used primarily where condensate
flows below the level of its discharge from the premises or
installation.

Application

CONAQUA

The CONAQUA pump has a similar structure to CONIBO; the device

also operates in a fully automatic cycle. The range of permissible water
temperatures that can be pumped by the device is from 1°C to 25°C.
Periodically, the pump can pump water at a temperature of 50°C, but the
operating time must not exceed 90 s and the following downtime must
be a minimum of 510 s.

The pump is able to pump condensate to a height of up to 5 m and
a distance not exceeding 20 m horizontally (each elbow and valve

must be counted as 1 m of pumping height). Installation slopes of 1%
should be maintained when laying horizontal sections. CONAQUA
pumps are designed for pumping water condensate from

refrigeration units, air conditioning units and condensing furnaces.

The pump is a compact device with small dimensions. The device is fully
automatic and maintenance-free, which guarantees comfort of use. After
filling the tank with condensate, the pump will be turned on, and after it
is pumped out, it will be turned off until the next cycle. The pump is used
primarily where condensate flows below the level of its discharge from
the premises or installation.

Pumping condensate from refrigeration units, air conditioning units, condensing furnaces.
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