BOREHOLE
Borehole pumps SFI 4" are multistage centrifugal pumps with hydraulic turbine radial
Range 5FI onr P e e

Borehole pump for domestic and industrial use in continuous or intermittent.
Automatic operation with reservoir, irrigation, fire system, fountain, etc ...

Pumps

For any operating point outside the selected curves, do not hesitate to ask us. OLIJU has a

for borehole full range from 1to 13.5m3/hand 10 to 285 m.

4"

The check valve is built into the pump head
to protect the impellers and diffusers against
the hydraulic hammer and the weight of the
water column.

Special profile limiting the losses.

Head and foot pump made of stainless steel
for better corrosion resistance.

NEMA motor coupling rigid generously sized
for excellent mechanical strength.

Outer envelope, electric cable protection,
strainer and coupling flange motor in
stainless steel.

Turbines and broadcasters are polycarbonate
reinforced with specific surface treatment
and stainless steel insert. The hexagonal
shaft and coupling are also stainless steel.

The engine water bath Franklin is in a resin
impregnated coil (single phase double
capacitor on request).




LE KIT COMPREND : BOREHOLE

B Foot and pump head, stainless steel

B Pump + Franklin motor + brass primer Ki’ SF’

B Initiation of stainless steel cable on request (extra € 5 HT)

W Start Box for single phase pumps

M Tight connection

Kit pompe

I 30 m of cord and electrical cable 4 x 1,5 mm? of borehole
B 40 m of cord and electrical cable 4 x 2,5 mm? for borehole 4"

M 15 m of cord and electrical cable 4 x T mm?

Hydraulic characteristics

Q (m?/h)
Type
1,8‘2,4‘ 3 ‘4,2‘4,8‘5,4‘
K-SFI B 5.37.1
K-SFIB 7.55.1 1x230 |0,55|0,75| 15
K-SFIB 7.55.3 3x400 055|075 15
K-SFIB 10.75.1 1x230 0,75 1 30
K-SFIB 10.75.3 3x400 0,75| 1 30
K-SFIB 15.110.1 | 1x230 | 1,1 | 1,5 | 40
K-SFIB 15.110.3 | 3x400 | 1,1 | 1,5 | 40

70 | 61 | 47 | 32 | 14 0

70 | 61 | 47 | 32 | 14 0

95 | 82 | 60 | 42 | 18 0 3 - -
0
0
0

95 | 82 | 60 | 42 | 18
150 | 122 | 88 | 59 | 26
150 | 122 | 88 | 59 | 26

K-SFI1 C 7.55.1 1x230 |055]0,75| 15 48 | 45 | 43 | 40 | 36 | 23 | 14 0 -
K-SFI1 C7.55.3 3x400 [055|/0,75| 15 48 | 45 | 43 | 40 | 36 | 23 | 14 0 -
K-SFI1 C 10.75.1 1x230 (0,75 1 30 76 | 72 | 67 | 61 | 54 | 38 | 24 0 -
K-SF1 C10.75.3 3x400 0,75| 1 30 76 | 72 | 67 | 61 | 54 | 38 | 24 0 -
K-SFIC15.110.1 | 1x230 | 1,1 | 1,5 | 40 112 /108 | 100 | 91 | 80 | 50 | 30 0 -
K-SFIC15.110.3 | 3x400 | 1,1 | 1,5 | 40 112 /1108 | 100 | 91 | 80 | 50 | 30 0 -
K-SFI D 7.55.1 1x230 |055]0,75| 15 37 | 36 | 34| 32 | 30 | 25 | 21 17 | 12
K-SFI D 7.55.3 3x400 |055|/0,75| 15 37 | 36 | 34| 32 | 30 | 25 | 21 17 | 12
K-SFID 10.75.1 1x230 0,75 | 1 15 53 | 52 | 50 | 48 | 44 | 35 | 30 | 24 | 17
K-SFID 10.75.3 3x400 0,75 1 15 53 | 52 | 50 | 48 | 44 | 35 | 30 | 24 | 17
K-SFID 15.110.1 | 1x230 | 1,1 | 15 30 80 | 76 | 73 | 70 | 67 | 55 | 48 | 40 | 30
K-SFID 15.110.3 | 3x400 | 1,1 | 1,5 30 80 | 76 | 73 | 70 | 67 | 55 | 48 | 40 | 30

GoLu 33



BOREHOLE USE:

Borehole pump for domestic and industrial use in continuous

SF’ A or intermittent operation (automatic eith reservoir, irrigation,
fire system, fountain, etc ...)

FEATURES :

Multistage radial turbine pump with hydraulic float

The component materials are resistant to abrasion and
corrosion and are environmentally friendly (non toxic):
head and foot pump stainless steel, impeller and diffuser in
Borehole pump polycarbonate reinforced with specific surface treatment,

4 = Inox Head

stainless steel insert, hexagonal shaft, coupling, valve, shirt and
cable protection in 304
Engine water bath Franklin, and winding impregnated in a resin, brass primer
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Selection curves: 2850 r / min, water at 20 ° C, according to ISO 2548 standard and C

Dimensions (mm) Weight Kg | Weight Motor + Pump Kg
h | H« Mono H « Tri ‘ Pump Mono Tri
SFIA 5.37. 680 922 903 4,75 13,05 12,05
SFIA 6.55. 770 1041 1012 5,40 15,00 13,70
SFIA 7.55. 890 1160 1132 6,25 15,85 14,55
SFIA 10.75. | 1097 1395 1368 7,10 17,90 16,70
SFIA 15.110. | 1350 1677 1648 8,33 20,43 19,13
SFIA 20.110. | 1610 1937 1908 10,30 22,40 21,10

Connection Code

DN 1x230v (.1) | 3x400v (.3)
SFIA 5.37 037 | 05 | 33 | 18 | 1,1 74 01010192 | 01010193
SFIA 6.55 50 | 20 | 16 87 01010194 | 01010195

0,55 | 0,75

SFIA7.55 50 | 30 | 16 ) 109 01010196 | 01010197
SFIA 10.75 075 | 1 65 | 40 | 22 B 145 23 01010198 | 01010199
SFIA15.110 94 | 50 | 32 179 01010200 | 01010201
sriaz0110 | 7 94 | 70 | 3.2 215 01010202 | 01010203

Integrated capacitor for single-phase - Initiation of stainless steel cable on request
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USE:

Borehole pump for domestic and industrial use in continuous
or intermittent operation (automatic eith reservoir, irrigation,
fire system, fountain, etc ...)

FEATURES :

Multistage radial turbine pump with hydraulic float

The component materials are resistant to abrasion and
corrosion and are environmentally friendly (non toxic):

head and foot pump stainless steel, impeller and diffuser in
polycarbonate reinforced with specific surface treatment,
stainless steel insert, hexagonal shaft, coupling, valve, shirt and
cable protection in 304

Engine water bath Franklin, and winding impregnated in a resin, brass primer
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Selection curves: 2850 r / min, water at 20 ° C, according to I1SO 2548 standard and C

Dimensions (mm) Weight Kg | Weight Motor + Pump Kg
h | H« Mono H « Tri ‘ Pump Mono Tri
SFIB 5.37. 560 802 783 4,20 12,50 11,50
SFIB 7.55. 650 921 892 4,60 14,20 12,90
SFIB 10.75. 800 1098 1071 5,50 16,30 15,10
SFIB15.110. | 1035 1362 1333 6,80 18,90 17,60
SFIB 20.150. | 1380 1736 1707 8,45 21,95 20,55
SFIB 30.220. | 1850 2310 2206 12,20 30,20 25,70

Connection

DN

Code

1x230v (.1) | 3x400v (.3)

SFIB 5.37 037 | 05 3,3 16 11
SFIB7.55 0,55 0,75 | 50 20 1,6
SFIB 10.75 0,75 1 6,5 35 2,2
SFIB 15.110 11 1,5 | 94 40 3,2
SFIB 20.150 1,5 2 11,2 | 50 41
SFI B 30.220 2,2 3 151 | 70 58

1"

150

210

285

3,2

01010204 | 01010205
01010206 | 01010207
01010208 | 01010209
01010210 | 01010211
01010212 | 01010213
01010214 | 01010215

Integrated capacitor for single-phase - Initiation of stainless steel cable on request
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BOREHOLE USE:

Borehole pump for domestic and industrial use in continuous

SF’ E or intermittent operation (automatic eith reservoir, irrigation,
fire system, fountain, etc...)

FEATURES :

Multistage radial turbine pump with hydraulic float

The component materials are resistant to abrasion and

corrosion and are environmentally friendly (non toxic):

head and foot pump stainless steel, impeller and diffuser in

Borehole pump polycarbonate reinforced with specific surface treatment,
" stainless steel insert, hexagonal shaft, coupling, valve, shirt and
4 Inox Head cable protection in 304

Engine water bath Franklin, and winding impregnated in a resin, brass primer

- == ===-==41 Nominal flow 4 m3/h
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Selection curves: 2850 r / min, water at 20 ° C, according to ISO 2548 standard and C

Dimensions (mm) Poids Kg | Poids Moteur + Pompe Kg
h | H« Mono H « Tri Pump Mono Tri
SFIC7.55. 495 766 737 3,90 13,50 12,20
SFIC10.75. 650 948 920 4,68 15,48 14,28
SFIC15.110. | 830 1157 1128 5,60 17,70 16,40
SF1C20.150. | 1035 1390 1362 6,91 20,41 19,01
SF1C30.220. | 1350 1810 1706 8,52 26,52 22,02
SF1C40.300. | 1670 - 2093 10,72 - 26,72

Connection Code

DN 1x230v (.1) | 3x400v (.3)
SFIC7.55 055 | 0,75 | 5,0 20 1,6 48 01010216 | 01010217
SFIC10.75 0,75 1 6,5 35 2,2 76 01010218 | 01010219
SFIC15.110 1,1 1,5 9,4 40 3,2 " 112 01010220 | 01010221
SFIC20.150 1,5 2 | 12| 50 | 41 B 155 > 01010222 | 01010223
SFI1 C30.220 2,2 3 [151] 70 | 58 210 01010224 | 01010225
SF1 C 40.300 3 4 - - 7,2 265 - 01010226

Integrated capacitor for single-phase - Initiation of stainless steel cable on request
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use: BOREHOLE
SFI D

Borehole pump for domestic and industrial use in continuous
or intermittent operation (automatic eith reservoir, irrigation,
fire system, fountain, etc ...

FEATURES :

Multistage radial turbine pump with hydraulic float

The component materials are resistant to abrasion and
corrosion and are environmentally friendly (non toxic):

head and foot pump stainless steel, impeller and diffuser in
polycarbonate reinforced with specific surface treatment,
stainless steel insert, hexagonal shaft, coupling, valve, shirt and
cable protection in 304

Engine water bath Franklin, and winding impregnated in a resin, brass primer

NominalflowS5m3i/h B —-———cec e ee--
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Selection curves: 2850 r / min, water at 20 ° C, according to ISO 2548 standard and C

Dimensions (mm) Weight Kg | Weight Motor + Pump Kg
h | H + Mono | H  Tri Pump Mono Tri
SFID 7.55. 440 710 682 3,50 13,10 11,80
SFID 10.75. 530 828 800 4,00 14,80 13,60
SFID 15.110. 650 977 948 4,77 16,87 15,57
SFI D 20.150. 830 1186 1157 5,67 19,17 17,77
SFI D 30.220. | 1035 1495 1390 7,03 25,03 20,53
SFID 40.300. | 1350 - 1773 8,68 - 24,68
SFI D 50.400. @ 1670 - 2260 10,93 - 34,43

Connection Code

DN 1x230v (.1) | 3x400v (.3)
SFID 7.55 055 075 50 - | 16 37 01010227 | 01010228
SFID 10.75 075 1 | 65 | - | 22 53 01010229 | 01010230
SFID 15.110 1115 94 | - | 32 80 01010231 | 01010232
SFID 20.150 15 2 11,2 - | 4 1"V 116 6,6 01010233 | 01010234
SFID 30.220 22 | 3 |151 ] - | 58 157 01010235 | 01010236
SFI D 40.300 3 4 - - 72 220 - 01010237
SFI D 50.400 4 | 55| - - 1 95 280 - 01010238

Integrated capacitor for single-phase - Initiation of stainless steel cable on request
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BOREHOLE USE :

Borehole pump for domestic and industrial use in continuous or

SF’ E intermittent operation (automatic eith reservoir, irrigation,
fire system, fountain, etc...)

FEATURES:

Multistage radial turbine pump with hydraulic float

The component materials are resistant to abrasion and

corrosion and are environmentally friendly (non toxic):
head and foot pump stainless steel, impeller and diffuser in

Borehole pump polycarbonate reinforced with specific surface treatment,
" stainless steel insert, hexagonal shaft, coupling, valve, shirt and
4 Inox Head cable protection in 304

Engine water bath Franklin, and winding impregnated in a resin, brass primer

——======41 Nominal flow 9 m3/h
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Selection curves: 2850 r / min, water at 20 ° C, according to ISO 2548 standard and C

Dimensions (mm) Weight Kg | Weight Motor + Pump Kg
h | H« Mono H « Tri Pump Mono Tri
SFIE 10.75. 320 610 590 24 13,0 12,0
SFIE15.110. | 395 715 690 3,0 15,0 14,0
SFIE 20.150. | 456 815 790 34 17,0 15,2
SFIE 30.220. | 645 1145 1000 4,3 23,0 17,0
SFIE 40.300. | 785 - 1290 5,0 - 23,5
SFIE 55.400. | 1045 - 1635 6,4 - 30,0
SFIE 75.550. | 1365 - 2040 8,5 - 36,0

Connection Code

DN 1x230v (.1) | 3x400v (.3)
SFIE 10.75 075 1 | 65 | 35 | 22 23 01010337 | 01010338
SFIE 15.110 1115 94 | 40 | 32 35 01010339 | 01010340
SFIE 20.150 15 2 11,2 50 | 4,1 47 01010341 | 01010342
SFIE 30.220 22 0 3 151 70 | 58 2" 75 13 01010343 | 01010344
SFI E 40.300 3 4 - - 72 100 - 01010345
SFI E 55.400 4 | 55| - - 95 135 - 01010346
SFIE 75.550 55 | 75 | - - 135 185 - 01010347

Integrated capacitor for single-phase - Initiation of stainless steel cable on request

38 Govu



USE: BOREHOLE

Borehole pump for domestic and industrial use in continuous
or intermittent operation (automatic eith reservoir, irrigation,
fire system, fountain, etc ...)

FEATURES :

Multistage radial turbine pump with hydraulic float

The component materials are resistant to abrasion and
corrosion and are environmentally friendly (non toxic):

head and foot pump stainless steel, impeller and diffuser in
polycarbonate reinforced with specific surface treatment,
stainless steel insert, hexagonal shaft, coupling, valve, shirt and
cable protection in 304

Engine water bath Franklin, and winding impregnated in a resin, brass primer
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Selection curves: 2850 r / min, water at 20 ° C, according to ISO 2548 standard and C

Dimensions (mm) Weight Kg | Weight Motor + Pump Kg
h | H « Mono | H « Tri ‘ Pump Mono Tri
SFIF 20.150. | 535 890 870 36 17,0 15,5
SFIF 30.220. | 695 1200 1050 4,5 23,0 17,5
SFIF 40.300. | 900 - 1400 55 - 24,0
SFIF 55.400. | 1205 - 1780 7,1 - 30,5
SFIF 75.550. | 1625 - 2300 8,5 - 36,5

Power Motor Connection Code
kw | cv | A 1| uF 1x230v (.1) | 3x400v (.3)
SFI F 20.150 1,5 2 11,2 | 50 41 53 01010348 | 01010349
SFIF 30.220 2,2 3 /151| 70 | 58 74 01010350 | 01010351
SFI F 40.300 3 4 - - 7,2 2" 100 14,7 - 01010352
SFI F 55.400 4 5,5 - - 9,5 139 - 01010353
SFIF 75.550 55 7,5 - - 13,5 180 -- 01010354

Integrated capacitor for single-phase - Initiation of stainless steel cable on request
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BOREHOLE
Hydraulic
only

For borehole
pump

4"

40

Connection

Type - Code

HFI B 5.37 01150021
HFIB 7.55 01150022
HFIB 10.75 o 01150023
HFIB 15.110. 01150024
HFI B 20.150 01150025
HFI B 30.220 01150026
HFIC7.55 01150027
HFIC 10.75 01150028
HFIC15.110 T 01150029
HFI C 20.150 01150030
HFI C 30.220 01150031
HFI C 40.300 01150032
HFID 7.55 01150033
HFID 10.75 01150034
HFID 15.110 01150035
HFI D 20.150 1" Va 01150036
HFI D 30.220 01150037
HFI D 40.300 01150038
HFI D 50.400 01150020
HFIE 10.75 01150051
HFIE 15.110 01150052
HFI E 20.150 01150053
HFI E 30.220 2 01150054
HFI E 40.300 01150055
HFI E 55.400 01150056
HFI E 75.550 01150057
HFIF 20.150 01150058
HFI F 30.220 01150059
HFI F 40.300 2 01150060
HFI F 55.400 01150061
HFIF 75.550 01150062
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FEATURES : BOREHOLE
Rotation counterclockwise, shaft up
Class B insulation, IP 68 M

Maximum ambient temperature 30 ° C rated afar
Cooling rate mini8 cm /s

[ ]
Starting a maximum of 20 per hour F’ankI’n

Vertical or horizontal position

Voltage -10% / +6% UN For borehole
CABLE: pump

Beginning of cable, brass included 1"

Supplement for beginning of cable Inox (extra € 5 HT) 4

S50Hzw-----ccceee

Tension Power
Serie Code
v wo | cv

0,37 0,5 01030036
0,55 0,75 01030038
0,75 1 01030040

1x230 4"
1,1 1,5 01030042
1,5 2 01030044
2,2 3 01030046
0,37 0,5 01030058
0,55 0,75 01030060
0,75 1 01030062

3 x 400 4"
1,1 1,5 01030064
1,5 2 01030066
2,2 3 01030069
2,2 3 01030073
3 4 01030076
3 x 400 4 5,5 4" 6500N 01030078
5,5 7.5 01030080
7.5 10 01030083

Beginnig of cable Franklin

Section
Material
mm?

01030026

BRASS
4X1,5 2,5 01030027
4X1,5 1,5 01030028

INOX
4X1,5 2,5 01030029
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